A helago

HELAGO-CZ, s.r.o.

Obchodni rejstrik vedeny Krajskym soudem v Hradci Kralové
oddil C, vlozka 17879

Kladska 1082

500 03 Hradec Krélové 3 PCR box PW-21 s HEPA filtrem
IC: 25 96 39 61, DIC: CZ 25963961 ; flAd:

Tol: 495 220 229, 495 220 304 Objednaci kdd: 9002.AAHB3022
GSM brana: 602 123 096

E-mail: info@helago-cz.cz

Web: http://www.helago-cz.cz
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Cena bez DPH 99.000,00 K¢
Cena s DPH 119.790,00 K¢
Parametry
Vnitf. rozméry (Sxhxv) 1180 x 585 x 602 [mm]
Vnéjsi rozméry (S§xhxv) 1200 x 605 x 964 [mm]
MnozZstevni jednotka ks

Box specialné navrzen tak, aby se minimalizovala kontaminace vzorku pri PCR aplikaci tim, Ze kombinuje ISO Class 4 (USA trida 10) Cistého
vzduchu prostfedi s moznosti sterilizace UV svétlem

HEPA filtr (snadna vyména)

UV lampa

Osvétleni

Mikroprocesorové fizeni

Zvukovy alarm

Automatické vypnuti UV lampy pfi otevieni ¢elniho skla
UV odolné plexisklo

Nastavitelna rychlost proudénf

Pfehled modelové rada série PW

Model PW-01 PW-11 PW-21
Air Flow type Vertical
Max. air volume (cmh / cfm) 557 /327 697 /408 929 /546

Min. air volume (cmh / cfm) 167 /97 209 /121 279 /162



Laminar airflow velocity

(m/s/fpm)
Air cleanliness
Filter HEPA Filter
Pre-Filter

Noise level (dBA)
Work Surface

Material Window
(Front, Side / Back)

FL lamp (lux)
Intensity v pensity
lllumination (0/cm2)
FL Lamp
Capacity
UV Lamp

Interior (mm / inch)

Dimensions

(WxDxH) Exterior (mm / inch)

Weight (Body)
(kg / Ibs)

0.3/60

ISO 14644-1Class 4

Typical efficiency of 99.99% at 0.3 [J US MIL -STD -282
; Micro glass fiber media, Particle board, AL separator, Neoprene gaskets

Typical efficiency of 99.99% at 0.3 [] US MIL -STD -282 ; Micro glass fiber media,
Particle board, AL separator, Neoprene gaskets

Typically < 60 dBA at initial Blower speed

10mm tick acrylic resin(Clear type)

8mm / 10mm tick acrylic resin (Clear type)

>1000

165 185 330

15Wx1EA 20WXx1EA 30WXx1EA
15Wx1EA 20WXx1EA 30Wx1EA
700%x585%602 / 880%585%602 / 1180%585x%602 /
27.5%23%23.7 34.6%23x%23.7 46.5%23x23.7
720%x605%964 / 900%x605%964 / 1200x605x%964 /
28%24x38 35.4x24%x38 47.2x24x38
56.2/123.9 64.2 / 141.5 77.8/171.5



